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FOREWORD

THE J.P. SUPER Mk. 5B POWER MOWER
Is made in 3 sizes, 177, 20" 24’

In the design of the machine, special attention has
been given to the importance of easy service and main-
tenance and the construction i1s based on a sectional
assembly system, substantially comprising the Engine
Unit, the Cutter Unit, Rear Roller Unit and the Front
Axle Unit, each of which can be readily removed
individually from the main Frame Chassis Unit.

All three models are i1dentical in construction and

incorporate the same specification, except for variation
In size.

It 1s advisable to read the instructions carefully.

Proper care and attention will enable the machine to
give continuous satisfactory and reliable service.

The Serial Number of the Machine and the Cutter
Unit will be found on a plate attached to the side frame
in each instance, and these numbers should always be
quoted in correspondence.

Instructions and 1llustrations have been made as
simple as possible, but modification in design may affect
the specification necessitating some alteration without
incurring to us any liability for such alteration to be
made on machines already delivered.

Reference n the instructions to left or right hand side
of the machine 1s always understood to be taken when
standing in the working position.

J.P. Lawnmowers are fully guaranteed for replacement

of any part against failure proved to be due to faulty
material or workmanship.
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This Instruction Book covers the Mk. 5 and Mk. 5B machines.
You will, therefore, appreciate that the illustrations may not be
identical to the machine in your possession, However, you will find
that with regard to maintenance, adjustments, etc., the book covers
both models. Additional information, not relating to the earlier
model, is given on pages 31 and 32 of the book, covering the B model.

THE J.P. ENGINEERING COMPANY LIMITED

Makers of Quality Lawnmowers
VULCAN ROAD . LEICESTER LE5 3ED . ENGLAND

Telegrams : Telephone :
"SUPERLAMO, LEICESTER" LEICESTER 26657/8 (2 lines)




SUPER MK. SJ . P. LAWN MOWER

SECTION A
STARTING PREPARATIONS

|l. CUTTER SETTING ADJUSTMENT

Adjust the shear blade to the rotary cutter by moving the red-
headed adjusting levers on the cutting unit in the direction towards
the rear roller. The adjustment should be made so that the rotary
cutter will spin with a light audible contact with the bottom blade.
If necessary, the adjustment can be locked in position by tightening
the two hexagan-headed screws which pass through the slotted lugs
of the shear blade carrier, situated at the side of the adjusting

levers (Ref. Fig. 1).
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2. SETTING FOR HEIGHT OF CUT

Adjust the front rollers by positioning in the traverse slot of the
adjusting brackets after unscrewing the two handwheels and tighten
up securely on to the adjusting brackets after obtaining the setting
required. (Do not set too low, particularly for the first cuts of the
season or at such times when the lawn may be in a soft condition)

(Ref. Fig. 1).
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3. HANDLEBAR ADJUSTMENT

The Height of the handlebars can be adjusted by first unscrewing
for a turn the lower of the two Hexagon Handlebar bolts seen on
the inside of each side frame. Tighten up securely after adjusting to
the required height.

4. FIXING GRASS BOX

It using the grass box, first place the two projecting pins (seen
one on each side of the box) into the slots on the leading edges
of each chassis side frame. The rear part of the box is then
lowered until the slot in the grass box plate engages and rests on
the front main tie bar.

When emptying and replacing the grass box, first disengage the
rotary cutter drive for safety, by operating the cutter clutch control
lever on the left handlebar.

Always keep fingers away from the rotary cutter
at any time the engine is running.

5. ENGINE (Check for oil)

Be sure and check engine for oil in the sump. Please refer to
Engine Instruction Book.
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6. TO START ENGINE

Open the carburettor throttle lever on the left handlebar about a
quarter distance ; when starting from cold, close the air choke on
the carburettor.

Pull the handle of the re-coil starter until engine 1s just over
one compression—allow rope to return fully, then pull handle once
more until the ratchet pawl 1s felt to be in engagement, now rest the
free hand on the machine, well clear of the starter, in order to give
solid support and give a brisk pull to provide sufficient impetus for
the engine to start. Keep handle of the starter under control and
allow rope to re-wind—if suddenly released, damage could be

caused.

As the engine warms up gradually, open the choke to its full
extent. Adjust the throttle lever to give speed required.

If the engine 1s fitted with kick start, the kick start lever should
be pressed sharply with the foot, and as the engine starts and warms
up gradually open the choke to its full extent. Adjust the throttle
lever to give required speed.

It should be necessary to close the choke on the carburettor only
when starting from cold. (Please refer to Engine Instruction Book).

7. TO COMMENCE CUTTING

With the starting preparation completed and the adjustments
made, the machine can now be put into motion by first engaging
the drive of the cutters by the operation of the cutter clutch lever
on the left handlebar and then gently raising the driving clutch
lever on the right handlebar and retaining the latter in the raised
position. Simultaneously the engine carburettor control lever
should be adjusted to give the suitable engine speed required.






























































































