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INSTRUCTIONS FOR ORDERING SPARE PARTS
It is essential to quote the following.

(a) The Model Name of the machine.

(b) The chassis serial number stamped on the R.H. side
plate. (See mower assembly illustration).

(c) The engine serial number. (See engine assembly
tllustration).

(d) The PART NO. of the part, NOT the illustration No.
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The

Suffolk Squire Power Mowing Machine

INSTRUCTIONS

for the Operation and Maintenance

- -

I. GENERAL ADVICE.

II. OPERATING INSTRUCTIONS.
1. Preparation for use.
2. Centrimatic.
To start engine when cold.
To start engine when hot.
Using the Mower.

Mowing Adjustments.
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Some causes of Failure to start.

III. MAINTENANCE & REPAIRS.

1. Lubrication.

Chain.

>

Centrimatic.

Procedure for changing side and sprocket.
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Engine.



I GENERAL ADYVICE.

The Suffolk Squire Power Mowing Machine is sent out from
the factory in perfect condition, and when received should
be carefully examined to see that it has not been damaged
in transit. Should any part of the machine be damaged in any
way, your dealer should be advised at once.

Flush out petrol tank with a small quantity of petrol before

filling for the first time.
Do not start the engine 1n your shed or garage unless the

doors are open. Exhaust gases are poisonous.

Before starting, always check that there is petrol in the
tank and sufficient oil in the crank case. Top up if necessary. Oil
and grease working parts regularly, with the exception of the

CENTRIMATIC.
Before mowing, make sure your lawn is quite free from stones,

and other obstructions, i.e. pieces of bones, wood, etc., which

might cause damage to the cutting cylinder.
If any obstacle should get caught, NEVER ATTEMPT TO

CLEAR OBSTACLE OR REVOLVE CYLINDER BY HAND
WHILE ENGINE IS RUNNING.

Never drive the machine over gravel paths without keeping
the revolving cutting cylinder well clear of the ground.

The petrol tank should not be filled while the engine is

running. Petrol spilling on a hot engine can be dangerous.
DO NOT MIX OIL WITH PETROL. The S.I.LF engine

is a 4-stroke type andis designed with separate oil lubrication.

It is wise to filter your petrol through a fine wire gauze when

filling the tank.
Do not race the engine. A speed of 3 miles per hour is

recommended. ‘At this speed the machine can mow half an

acre per hour.

After use, always wipe blades with oily rag.

If your mower is going to be stored for any length of time,
drain the engine completely of fuel to prevent gum deposit
forming on essential parts. Remove sparking plug, pour a
“teaspoonful of engine oil into the cylinder, and turn the engine

round slowly by hand to spread the oil. Replace the sparking
plug.
II. OPERATING INSTRUCTIONS.

1. PREPARATION FOR USE.
(a) Fill the petrol tank with commercial petrol. The tank

will hold 2 pints which is sufficient for 2 hours running under
average working conditions.

DO NOT MIX ANY OIL WITH THE PETROL.

(b) Remove filler plug from the front of the engine and fill
with half-pint of any one of the following recommended oils or
equivalents. When filling, turn starting pulley slowly by hand
to expel any air trapped in the sump, after first tilting the mower

backwards slightly.
Do NOT use a new engine without first filling sump with oil.

See Engine Assembly illustration

4



RECOMMENDED LUBRICATING OILS.

Climate Shell B.P. Castrol | Vacuum Esso

Temperate] X-100 | Energol | Castrol | Mobiloil | Essolube
30 SAE. 30 XL A 30

Tropical | X-100 | Energol | Castrol | Mobiloil | Essolube
40 SAE. 40 XXL AF 40

(c) Lubricate all oil and grease points of the machine.
See Section I111. Para. 1, Page 10

(d) Before fitting handle (1) remove the bolts, nuts and
washers (2) from the sideplates (3). Fit the forks so that the
bosses (4) on the sideplates pass through the upper of the two
holes in the forks. Replace the bolts through the sideplates and
through the lower holes in the forks. The heads of the bolts
should be on the inside of the sideplates.

See illustration Page 6

Replace washers and nuts on the bolts but set the

handles in the position most comfortable for your height before
tightening the nuts.

(e) Fit the control lever to either bar of the handle. Fasten
the cable to the handle by the steel clip.

(f) Set the position of the roller brackets (5) at the rear of
the machine to give the desired height of cut by slackening
bolts (6). Retighten bolts after setting. If the grass is long it
is advisable to set for high cutting at first. Then lower machine
to normal height required for season. It is important that the
two brackets should be adjusted equally.

A second hole (7) is provided in each sideplate as an
alternative position for the roller bracket bolts, thus providing an
even greater range of variation of height of cut.

See illustration page 6

(g) Before starting the mower, spin the cutting cylinder to see
that it runs freely. If during transit the adjustment has been

displaced, perfect alignment can readily be restored by resetting
the bottom blade.

See Section 11. Para. 6 (D), Page 9

(h) To fit the Grasscatcher attach the bottom edge of the
grasscatcher to the special hooks on the roller brackets.

Hang the wire hook of the Grasscatcher over the ‘v’ shaped
fork of the handles, bending the hook to suit so that the base of
the Grasscatcher is just clear of the ground when the handle 1s
in the desired position.




















































































